Thank You for purchasing a
Perfect Fit™ Subwoofer Enclosure!

The enclosure that you have just purchased has been engineered specifically for your vehicle
and your specific style preferences. This packet includes:


Pre-Installation & Installation instructions and pictures to aid you during the installation
process



Warranty Information

Please be sure to read all installation instructions prior to installation. If you have any questions
regarding the installation of your Perfect Fit Enclosure please call or email
audiointegrations@comcast.net.

Be sure to check back to our website once in a while to see what innovative designs we are working
on next! www.audiointegrations.net



Pre-Installation and Installation Instructions- Page 1 – 3



Pictures to aid you during installation- Page 4



Warranty Information- Page 5

3142 Evergreen Way
Washougal, WA 98671

360.835.1835
www.audiointegrations.net

02 – 07 Subaru STI / WRX Sedan
Mounting / Install Instructions
Notice!!
The installation and mounting of your Audio Integrations Perfect Fit Amp Rack is fairly easy and straight forward,
however it does require some basic tools and skills. If you do not feel comfortable performing the required steps,
we strongly recommend that you contact your local stereo shop for installation help. Audio Integrations is not
liable for any damage to the amplifier rack, any amplifier used, or any damage to the vehicle due to improper
installation.
Included Hardware:

Need for Installation:

2) Brackets
4) 3/4”#8-32 Screws
8) Flat Metal Washers
4) Locking Washers
4) #8-32 Nuts
4) Self Tapping Wafer Head Screws

12mm Sockets & Ratchet
Drill Bits (varying sizes)
Screw Gun (corded/cordless)
Tape Measure

Your Perfect Fit Amp rack was inspected, prior to shipping, for any cosmetic or structural imperfections. Please
take the time to inspect your amp rack to make sure there was no damage during the shipping process.

Please read all instructions before installing.

Before installation
It is recommended that you place your amplifier(s) in the rack and pre-drill your mounting holes
prior to the in car mounting. Carefully unsnap the trim ring and set aside. Place your amp into
the rack and use a tape measure to center the amplifier(s), after getting everything centered,
carefully mark your mounting holes (See Pic #1). After you position your amps and drill all
necessary mounting holes you can layout holes for the wires. Be careful not to drill into the 90
degree brackets mounted to the back of the amp rack. There’s two main ways to drill holes for
the wires:
1. You can raise the amp off the amp rack surface with a couple of shaft spacers and longer
bolts. Then with one large hole (a hole saw is great for doing this) hidden under the
amp you can run all wires through and out to the proper side of the amp. From the
front, all the wires tuck underneath the amp and provide for a nice clean look.
2. You can also drill individual holes for each wire connecting to the amp. This is a bit
harder, if the holes aren’t aligned properly the wires may have a hard time connecting to
the amp and could make the amp look off centered.
When mounting the amps do not use screws. We HIGHLY recommend you use a bolt/nut
combo to hold the amps to the rack. The rack is made of fiberglass and is not thick enough to
provide a strong mount using screws. Your amps will fall off if they are not bolted down to the
rack!! We recommend using 8-32 machine screws and washers for mounting.
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Installation
1 - STI owners: you will need to re-route the water line. It’s rather easy, just keep a washrag in hand to soak up
water, if any, that may run down the hose. Unclip the hose from its mounting points (See Pic #2),
disconnect the hose at the splice and run it through the sheet metal holes bringing both ends into the last
hole on the passenger side (See Pic #3). Rejoin the splice and push remaining slack back into tunnel (See
Pic #4).
2 - Remove rear seat, two bolts hold the lower section in, and four more hold the backrest section. Lift and
separate. Once the rear seat is out you can now see the two vertical braces that the amp rack will attach to.
Remove the factory beauty trim that covers up the braces, you now have something better looking in it’s
place.
3 - Attach the brackets to the right angle piece on amp rack, making sure the combination is correct;
screw, locking washer, washer, brackets, washer and nut. (See Pic #5) DO NOT FULLY TIGHTEN
AT THIS TIME!!! Leave the brackets loose, this will make alignment to the factory brace easier.
4 - Slide amp rack into approximate position, the trim panel will help center and align the rack into its proper
place. You may need to jump around to the other side and help the brackets align. The brackets align to the
outside of the factory vertical supports. The amp rack is in place when its brackets are flush to the factory
supports. (See Pic #6)
5 - Tighten the brackets. Since every car can be just a tad different, you may want to loosen the factory support
braces to aid in alignment
6 - Once the rack is in place and the brackets are flush to the factory brace, you can drill the holes in the factory
brace to secure the rack. (See Pic #6) You can screw the amp rack brackets to the factory brace, using the
supplied self tapping screws, or for an even stronger mount, you may want to drill all the way through the
factory brace and bolt the brackets in place.
7 - Now the real fun of wiring can begin!! The space between the back of the amp rack and rear seat
provides a good area to hide any extra wire you might have. It can also be used for component
crossovers or distribution/ fuse blocks. After the amps are mounted, reattach the vinyl flush trim ring
which mounts to the rack with four snaps. The snaps can be adjusted by either tightening or
loosening the small flat blade screw that’s located in the amp rack side of the snap.
8 - Once everything is installed and everything works properly you can reinstall the seats, sit back and enjoy.
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Clip holding hose, use
panel popper to remove

Laying out amplifier(s)

Pic #1

Pic #2

Both ends of the hose
hanging out of last
opening/hole

Re-join splice and
put excess back
up into the channel

Pic #3

Pic #4

Bracket attached
loosely, ready for in car
mounting

Pic #5

Pic #6
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Warranty Page
Lifetime Warranty Statement
Audio Integrations, LLC warrants this product, Perfect Fit Enclosure, to be free from defects in workmanship for
the life of the enclosure, provided that it was purchased from an authorized Audio Integrations retailer or directly from
Audio Integrations, LLC. Trim rings, terminal cups and fabric carry a 2 year limited warranty and are not covered by the
lifetime warranty. An original receipt is required for proof of original ownership and must accompany the return of the
enclosure.
This warranty is not transferable and applies only to the original purchaser of this product in its
original installation.
Original purchaser must reside within the United States and be able to provide proof of purchase with the sales
receipt from the Audio Integrations authorized retailer or directly from Audio Integrations, LLC in order to qualify for
warranty coverage.
Should a manufacturing defect occur on the enclosure, Audio Integrations, LLC will repair or replace the
defective product with a product of the same or equivalent value and performance. Trim rings, terminal cups and fabric
carry a 2 year limited warranty and are not covered by the lifetime warranty. Whether or not a product is repaired or
replaced is the sole discretion of Audio Integrations, LLC. Any Diamond Audio Product sold with a Perfect Fit Enclosure or
separately, including but not limited to: Subwoofers, Speakers or Amplifiers, purchased with or with out an enclosure,
shall be handled through Diamond Audio Technology’s limited warranties. Audio Integrations, LLC is an authorized dealer
for Diamond Audio Technology and can process warranty claims on their behalf as we so choose. Warranties are void
if serial numbers have been removed, altered or defaced.
Damage or failure caused by any of the following is not covered under this warranty policy:
negligence, improper use, abuse, product modification, unauthorized repair attempts, accidents, acts of
nature, water damage, moisture damage, misrepresentations by authorized retailers, and
improper/inadequate packaging during return shipping.

How to Obtain Warranty Service
In the event that an Audio Integrations product should require service, you must contact Audio Integrations
LLC or an authorized dealer and they can expedite your claim. All claims must fall into the guidelines listed above and be
accompanied by a copy of the original sales receipt. Product returned for warranty service must be freight-prepaid,
properly packaged and clearly marked with the Return Authorization (RA) number issued by Audio Integrations, LLC. Any
product that is improperly packaged, does not have an RA number clearly marked on the package or never received an
RA, may be refused upon delivery. Audio Integrations, LLC does not assume any liability for lost or misdirected product.
Repair or replacement under this warranty is the exclusive remedy of the consumer. Audio Integrations, LLC
shall not be liable for any incidental or consequential damages for breach of any expressed or implied warranty on this
product. Some states do not allow the exclusion, limitation, incidental or consequential damages, or allow limitations on
how long an implied warranty lasts, so the above limitations or exclusions may not apply to you. This warranty gives you
specific legal rights and you may have other rights that may vary from state to state.

Corporate Office:
Audio Integrations, LLC
3142 Evergreen Way
Washougal, WA 98671

Phone: 360.835.1835
Web: www.audiointegrations.net
Sales Support: sales@audiointegrations.net
RA Request: audiointegrations@comcast.net
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